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CHAPTER 52—H, F, No. 126
An act relating to the regulation of traffic on highways;

amending Minnesota Statutes 1958, Section 169.61.
Be it enacted by the Legislature of the State of Minnesota:

Section 1. Minnesota Statutes 1353, Section 169.61 is
amended to read:

169.61 Composite beams. When a motor vehicle is be-
ing operated on a highway or shoulder adjacent thereto dur-
ing the times when lighted lamps on vehicles are required in
this chapter, the driver shall use a distribution of light, or
composite beam, directed high enough and of sufficient inten-
sity to reveal persons and vehicles at a safe distance in ad-
vance of the vehicle, subject to the following requirements and
limitations.

When the driver of a vehicle approaches a vehicle within
1000 feet, such driver shall use a distribution of light, or com-
posite beam, so aimed that the glaring rays are not projected
into the eyes of the oncoming driver.

When the driver of a vehicle follows another vehicle with-
in 200 feet to the rear, except when engaged in the act of over-
taking and passing, such driver shall use a distribution of light
permissible under this chapter other than the uppermost dis-
tribution of light specified in section 169.60.

Approved February 21, 1955.

CHAPTER 53—H. F. No. 127
An act relating to the regulation of traffic on highways;

amending Minnesota Statutes 1958, Section 169.60.
Be it enacted by the Legislature of the State of Minnesota:

Section 1. Minnesota Statutes 1953, Section 169.60 is
amended to read:

169.60 Distribution of light. Except as hereinafter
provided, the head lamps, or the auxiliary driving lamps, or
combinations thereof, on motor vehicles shall be so arranged
that the driver may select at will between distributions of light
projected to different elevations, subject to the following re-
quirements and limitations:

(1) There shall be an uppermost distribution of light,
or composite beam, so aimed and of such intensity as to reveal


