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Rule 4155.0170, subparts 2 and 3 

ASTM C 168-80a, Standard Definitions of Terms Relating to Thermal 
Insulation Materials. 

ASTM C 177-85, Steady-State Thermal Transmission Properties by 
means of the Guarded Hot Plate. 

ASTM C 236-87, Steady-State Thermal Performance of Building 
Assemblies by means of a Guarded Hot Box. 

ASTM C 516-80 (reapproved 85), Standard Specification for 
Vermiculite Loose-Fill Thermal Insulation. 

ASTM C 518-85, Steady-State Thermal Transmission Properties by 
means of the Heat Flow Meter. 

ASTM C 549-81 (reapproved 86), Standard Specification for Perlite 
Loose Fill Insulation. 

ASTM C 553-70 (reapproved 77), Standard Specification for Mineral 
Fiber Blanket and Felt Insulation. 

ASTM C 578-85, Standard Specification for Preformed, Cellular 
Polystyrene Thermal Insulation. 

ASTM C 591-85, Standard Specification for Unfaced Preformed Rigid 
Cellular Polyurethane Thermal Insulation. 

ASTM C 665-86, Standard Specification for Mineral Fiber Blanket 
Thermal Insulation for Light Frame Construction and Manufactured 
Housing. 

ASTM C 739-86, Standard Specification for Cellulosic Fiber 
(wood-base) Loose-Fill Thermal Insulation. 

ASTM C 951-85, Standard Specification for Urea-Formaldehyde-Based, 
Foam-in-Place Insulation. 
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ASTM E 84-84 Revision A, Surface Burning Characteristics of 
Building Materials. 

ASTM E 605-77 reapproved 1982, Thickness and Density of Sprayed 
Fire-Resistive Material Applied to Structural Members. 

ASTM C 1029-85, Standard Specification for Spray-Applied Rigid 
Cellular Polyurethane Thermal Insulation. 

Uniform Building Code ( 1985 Edition), by the International 
Conference of Building Officials. 

TAPPI Standard No. 512-0M86 by the Technical Association of the 
Pulp and Paper Industry. 

The attached rules are approved for 
filing with the Secretary of State 

Craig E. Lindeke 
Senior Assistant Revisor 
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