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INCORPORATIONS BY REFERENCE: 7640.0180: ASTM C 168-90, 
Terminology Relating to Thermal Insulating Materials. ASTM C 236-89, 
Standard Test Method for Steady State Thermal Performance of Building 
Assemblies by Means of a Guarded Hot Box. ASTM C 516-80 (reapproved 
1990), Standard Specification for Vermiculite Loose-Fill Thermal 
Insulation. ASTM C 518-91, Standard Test Method for Steady State Heat 
Flux Measurements and Thermal Transmission Properties by Means of the 
Heat Flow Meter Apparatus. ASTM C 549-81 (reapproved 1986), Standard 
Specification for Perlite Loose Fill Insulation. ASTM C 727-90, 
Standard Recommended Practice for Use of Reflective Insulation in 
Building Constructions. ASTM C 739-91, Standard Specification for 
Cellulosic Fiber (wood-base) Loose-Fill Thermal Insulation. ASTM 'C 
764-91, Standard Specification for Mineral Fiber Loose-Fill Thermal 
Insulation. ASTM C 976-90, Standard Test Method for Thermal Performance 
of Building Assemblies by Means of a Calibrated Hot Box. ASTM C 1015-84 
(reapproved 1990), Standard Practice for Installation of Cellulosic and 
Mineral Fiber Loose-Fill Thermal Insulation. ASTM C 1029-90, Standard 
Specification for Spray-Applied Rigid Cellular Polyurethane Thermal 
Insulation. ASTM C 1149-90, Specification for Self-Supported 
Spray-Applied Cellulosic Thermal, or Acoustical Insulation, or Both. 
ASTM C 1158-90, Practice for Use and Installation of Radiant Barrier 
Systems (RBS) in Building Constructions. Uniform Building Code (1988 
Edition), by the International Conference of Building Officials. 
Available at Minnesota State Law Library. 
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